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Heat Shrinkable Creeage Extender/Rain Sheds

Cold bend -40°C,4h IEC 250 No cracking
Valume resistance ASTM D2303 >10"Q .cm
Flammability(Oxygen index) IEC 93 >25

Copper corrosion 120 " ,168hrs ASTM D2671 No corrosion

Order Reference

Type/Order No | Name As supplied(mm) After-shrinkable(mm)
D d Thickness | D d Thickness | ' ~
+30% +£30%

RSS1-32/15 One hole >30 2.0 <13 3.0+0.4
RSS1-40/17 Rain shed >38 2.0 <15 3.0+0.4 10KV
RSS1-50/24 >43 2.0 <18 3.1+0.4

cable
RSS1-60/38 140 | >58 1.0 140 | <27 3.0+0.4 35KV
RSS1-70/38 140 | >68 1.0 140 | <27 3.0+0.4 cable
RSS1-80/38 140 | >78 1.0 140 | <27 3.0+0.4
RSS1-90/38 140 | >88 1.8 140 | <38 3.0+0.4
RSS1-100/48 One hole 200 | >98 2.2 200 | <48 3.4+0.4 Up to
RSS1-120/48 Creaepage Extender 200 | >118 | 2.0 200 | <48 3.44+0.4 220KV
RSS1-100/53 270 | >98 2.8 270 | <55 4.0+0.4
RSS1-140/53 270 | >135 | 2.4 270 | <55 4.0+0.4
RSS1-180/53 270 | >172 | 2.2 270 | <57 4.0+0.4
RSS1-200/53 270 | >188 | 2.0 270 | <60 4.0+0.4
RSS1-240/110 430 | >238 | 3.5 430 | <80 5.0+0.4
RSS1-32/15 Three holes >30 2.0 <16 3.0+0.4 10-
RSS1-38/17 Rain shed >36 2.2 <18 3.1+0.4 35KV
RSS1-45/24 >43 2.3 <24 3.2+0.4 cable
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